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(2) 47 90° BENDS i}
4" |.D. SCH. 40 STL.
PIPE SHOP GALV.
BRONZE SCREEN AND COATED WITH
COAL TAR EPOXY
LOCATE ABOVE EXISTING INSIDE AND OUT
GROUND ELEVATION (UNLESS SPECIFIED

AS SHOWN ON DRAWING OTHERWISE)

WATERPROOF
FRAME & COVER
-l C_ORL (DETAIL 27.11)

== =E=l=]a

== = =TT =] : GROUT THRU HOLE

3/8" x 3" STAINLESS STEEL IN MANHOLE
FLAT BAR BRACKET WITH i
(2) STAINLESS STEEL 5/8" ' 8825 iCE'\ITE\/ERSE
x 47 EXPANSION ANCHOR

BOLTS. WELD BRACKET TO i ” (NOTE 2)
VENT (TYPICAL) ~
TOP OF TEE PIPE 4

FILL BOTTOM OF VENT PIPE WITH CONCRETE

3" MINIMUM.

4 1/2" 0.D. PLATE WELDED
TO BOTTOM

NOTES:

1. LOCATE VENT PIPE AS SHOWN OR AS DIRECTED BY CITY ENGINEER.
2. CONNECT 4” STEEL VENT PIPE TO MANHOLE WITH FLEXIBLE BOOT.
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